PO 500

BETONIERA A BICCHIERE
caricamento idraulico

BETONNIERE A CUVE BASCULANTE
chargeur hydraulique

TILTING DRUM MIXER
hydraulic hopper

HORMIGONERA DE TAMBOR BASCULANTE
hidraulica

CARATTERISTICHE TECMICHE
DONNEES TECHMNIQUES - SPECIFICATIONS - CARACTERISETICAS TECNICAS

PO 500

Potenza motome efetrico
Pulzszance motpur slectigus
Hating electric motor
Fotencls motor slgstnoo

Kotore elettnco pala
Moteur slecinigus polle
Electno motor soraper
Potencia motor slactnos oals

Potenza motore deselbenzina LombardinkHat=Fobin

Puissance moteur dieselessence Lombaraindarzotin

Aating engine diesebpetrd LombardiniHate Flobin

Potencia motor dlesotpasoiina Lombaerdini@ate Robin ER-TR- N

Capacith della vasca
Capacitd e ia cuve
Chrpm cagacity
Capacioad e

Capncith sedaloio acgiia
Capacid oy regereoir & e
Waler lank chgacily
CRpaciag OEpoEio agus

Raaa in caleasinizan

Bator el

Raady mllmd CONCTEa
afaciiva harmigon

Lungharsa
Longueur
Lengih
Longitud

Larghezza

Alvpera
Hateur
Height
Altura
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Peso sencs pala

Poids sans pele iracies
Weight withoul scraper
Pagn gin pain
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